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The topological properties of many materials are central to their behavior, with the dynamics of topological
defects being particularly important to intrinsically out-of-equilibrium, active materials. In this paper, local ma-
nipulation of the ordering, dynamics, and topological properties of microtubule-based extensile active nematic
films is demonstrated in a joint experimental and simulation study. Hydrodynamic stresses created by magnet-
ically actuated rotation of disk-shaped colloids in proximity to the films compete with internal stresses in the
active nematic, enabling local control of the motion of the +1/2 charge topological defects that are intrinsic to
spontaneously turbulent active films. Sufficiently large applied stresses drive the formation of +1 charge topo-
logical vortices in the director field through the merger of two +1/2 defects. The directed motion of the defects
is accompanied by ordering of the vorticity and velocity of the active flows within the film that is qualitatively
unlike the response of passive viscous films. Many features of the film’s response to the disk are captured by
Lattice Boltzmann simulations, leading to insight into the anomalous viscoelastic nature of the active nematic.
The topological vortex formation is accompanied by a rheological instability in the film that leads to significant
increase in the flow velocities. Comparison of the velocity profile in vicinity of the vortex with fluid-dynamics
calculations provides an estimate of film viscosity.
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Topological defects in the ordered states of physical sys-
tems can play critical roles in determining their properties. In
condensed matter, examples include the magnetic flux lines
that penetrate type-II superconductors, dislocations in crys-
talline solids, and singular regions in the magnetization of fer-
romagnetic thin films [1–3]. These structures, which possess
a conserved topological charge, have non-local effects on the
order within the systems, whose dynamics can often be de-
scribed in terms of the defects’ particle-like motion and in-
teractions. Further, the ability to control defect behavior is
essential for many applications.
Particularly intriguing topological defect dynamics occur in
active nematics, which are fluids composed of rod-like con-
stituents that possess the orientational order of nematic liq-
uid crystals but flow spontaneously due to an internal energy
source [4–6]. Examples include cell cultures [7–11], bacte-
ria suspensions [12–16], granular media [17], and engineered
systems composed of dense solutions of microtubule or actin
biopolymers adsorbed at oil-water interfaces and driven by
molecular motors [18, 19]. In the microtubule films, the local
orientation of the microtubules defines the nematic director
field n(r). Activity induced by the molecular motors causes
the microtubules to slide along one another, creating exten-
sional strains that drive bend instabilities in n(r) that lead to
the perpetual creation and annihilation of pairs of defects with
topological charges ±1/2. The extensional strains further pro-
pel the +1/2 defects, and the dynamics of the resulting ensem-
ble of defects leads to striking turbulence-like flows [20–22].
In the case of traditional liquid crystalline systems, much
of their technological importance derives from the ability to
address and reconfigure the order locally and dynamically.
Progress toward achieving comparable manipulation of active
nematics requires control of the dynamic defects. While re-
cent experiments have demonstrated controlled, uniform flow
of bulk active suspensions of microtubular filaments [23], as
well as alignment of quasi-two-dimensional (2D) active ne-
matic systems [24, 25], the ability to couple dynamically to
local active nematic behavior has not been realized. Here,
we report combined experiments and simulations in which we
demonstrate and model local control of the flow properties
and director field structure in active nematic films dynamically
through their interaction with rotating disk-shaped colloids in
proximity to the films. The hydrodynamic stresses produced
by the disks alter the behavior of the active nematic by steer-
ing the motion of the topological defects, which allows us
to infer anomalous viscoelastic properties of the active films.
Most notably, however, we find that above a threshold applied
stress, the rotating disk can entrain two +1/2 defects and in-
duce their fusion into a single vortex structure with topolog-
ical charge +1. In overcoming the innate repulsion between
like-charged topological objects, which ordinarily is a critical
determining factor in the dynamics of multi-defect states, this
defect merger illustrates the degree of control of topological
properties that can be achieved in active systems.
I. RESULTS AND DISCUSSION
Figure 1A shows a schematic of the experiments. Active
nematic films composed of a dense layer of microtubule bun-
dles driven by kinesin molecular motors were formed at an
oil-water interface [18], as detailed below in the Materials
and Methods section. As part of the film formation, 40-µm-
diameter ferromagnetic nickel disks, introduced into the aque-
ous phase, became positioned at a height d = 3 to 8 µm above
the film with the disk faces parallel to the film. The mag-
netic moments of the disks lie in the disk plane, hence ap-
plied magnetic fields rotating at frequency ν in the plane of
the film caused the disks to rotate about their axes. When ro-
tated, the disks rose to a greater height above the film. For
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2Figure 1. Experimental design(A) A 40-µm-diameter ferromagnetic
nickel disk positioned a height d = 15 − 40 µm above an active ne-
matic film is rotated at a frequency ν by a magnetic field created by
a set of four pairs of solenoids (two shown) mounted an inverted flu-
orescence microscope. (B) Example image of a disk rotating coun-
terclockwise above an active nematic film composed of fluorescently
labeled microtubule bundles. The nematic film is poplulated with
−1/2 (blue) and +1/2 (red) topological defects. The instantaneous
velocities of the mobile +1/2 defects are indicated by the yellow ar-
rows, and their orientation vectors are indicated by red arrows.
instance, at ν = 80 Hz, the disks typically reached d = 15-40
µm. We identify this rise with a possible normal force due to
the non-Newtonian character of the aqueous region near the
film, which contained a dilute suspension of unadsorbed mi-
crotubules. Figure 1B shows an image of a rotating disk above
an active nematic film where the +1/2 and -1/2 defects are la-
beled. The orientation vectors ψˆ of the +1/2 defects [26, 27]
and the directions of the instantaneous velocities of the defects
self-propelled motion, which is approximately antiparallel to
ψˆ, are further indicated.
Topological Vortex Formation and Decay. When the ap-
plied magnetic field was zero, and the disk was not rotat-
ing, the disk had no observable effect on the active nematic
film; however, the disk was nevertheless carried along with
the flow of the film, indicating a strong hydrodynamic cou-
pling between the disks and films. Consequently, when a disk
rotated, it imposed significant hydrodynamic stresses on the
film, influencing the nematic order and active flows. An es-
timate of these stresses is provided in SI Appendix, Fig. S1.
Above a threshold rotation frequency, typically 60-120 Hz, the
stresses were sufficient to drive topological transitions in the
film, wherein topological vortices with +1 topological charge
were created from the fusion of two +1/2 defects. Figure 2
shows a series of images of an active nematic film during
creation of a topological vortex (see Movie S1). Since total
topological charge must be conserved, vortex creation neces-
sitated a change in the population of 1/2-charged defects in
the film. For instance, in Fig. 2, two +1/2 and -1/2 defect
pairs are created in the vicinity of the disk (Fig. 2B,C). The
+1/2 defects spiral inward toward the disk until they merge to
form the +1 vortex defect (Fig. 2E), leaving the -1/2 defects
behind to eventually annihilate with other +1/2 defects in the
film. The vicinity of the rotating disk was a frequent location
for formation of 1/2-charged defect pairs, likely due to the az-
imuthally directed stresses coupled with the bend instability
of the active nematic film, and hence formation of topological
vortices commonly involved the merger of +1/2 defects that
were created near the disk as in Fig. 2. However, the +1/2
defects involved in the vortex formation sometimes originated
far from the disk and became captured as they passed in prox-
imity to the disk.
To explore further the merger of +1/2 defects into a topo-
logical object of charge +1, we conducted simulations of ac-
tive nematic films coupled to rotating disks. Specifically, we
solved the Beris-Edwards formulation of nematohydrodynam-
ics, employing a Lattice-Boltzmann (LB) algorithm for the
flow field and finite difference for the orienation tensor [28–
31]. Simulation parameters were chosen to optimize agree-
ment with spatial and temporal correlations in vorticity seen
in the experiments, thereby setting the length and time scales
for the simulations, as detailed in the SI. The disk in the sim-
ulations was subjected to a constant torque to drive rotation
and was coupled directly to the active nematic film by a drag
coefficient ζd-f (see Materials and Methods).
Figure 3 illustrates a defect merger event in a simulation
(see Movie S2) that mirrors the topological vortex formation
in the experiments. A +1/2 defect was drawn from the sur-
rounding bulk turbulence into the orbit of the rotating disk
and proceeded to spiral toward the disk with its polar tail az-
imuthal (Fig. 3A). A second +1/2 defect appeared in the vicin-
ity of the disk by a pair creation event (Fig 3B), and the two
+1/2 defects began orbiting the disk on opposites sides from
each other. As they orbited, the defects re-oriented so that
each ψˆ pointed radially inward thereby forming a bound pair
that constituted a +1 topological complex (Fig 3C,D). The
+1 topological objects formed in the experiments and simula-
tions hence differed in their core structure. While in the sim-
ulations the core contained two distinguishable +1/2 defects
linked by a well defined local director field as seen in Fig. 3E,
in the experiments the +1/2 defects merged fully to form a
point-like core (Fig. 2E). We identify this complete merger in
the experiments with a nonlinear rheological response of the
microtubule-based active nematic films described in more de-
tail below.
Such fusion of like-charge topological defects as in Fig. 2
is unusual in nature. Like-charge defects typically interact
through long-range repulsion [26, 27]. Furthermore, a +1
topological vortex in a nematic has higher energy than two
+1/2 defects [32], so the merger requires external input of en-
ergy, in this case provided by the hydrodynamic stress from
the disk in conjunction with the activity. As high-energy
quasiparticles, the topological vortices were hence suscep-
tible to decay. Further, since deformations of the director
field in the vicinity of the +1 defect are pure bend, sustain-
ing the configuration required suppressing the activity-driven
bend instability intrinsic to the active nematic flms [33]. In
the experiments, the stresses from the rotating disk could sta-
bilize the +1 defect so that it persisted for several minutes;
however, fluctuations in the disk position or local nematic or-
der would eventually cause the vortex to decay into a pair of
lower-energy +1/2 defects that then propagated away from
one another (Fig. 4A-D and Movie S3). The +1 topological
structures in the simulations decayed similarly (Fig. 4E-H);
however, perhaps due to their more complex internal struc-
ture, they tended to decay more quickly (see Movie S4).
The speed of the defects formed in a vortex decay reached
3Figure 2. Fluorescence micrographs showing topological vortex formation in an active nematic film due to a disk (appearing as a bright spot)
rotating at 80 Hz. (A) A non-rotating disk sits atop the active nematic film just prior to application of a rotating magnetic field. (B) A ±1/2
defect pair is created in proximity to the rotating disk. (C) A second ±1/2 defect pair forms near the disk, while the stresses imposed by the
disk cause the positive defects to orient and circle the disk tangentially. (D) The +1/2 defects spiral in towards the disk center. (E) The two
+1/2 defects fuse to form a +1 topological vortex, thus conserving the overall charge of the system.
Figure 3. Simulation of the merger of two +1/2 defects into a +1 topological structure by a rotating disk with coupling ζd-f = 0.03. (A) A +1/2
defect (trajectory indicated by red line) begins circling the disk. (B) A defect pair is created near the disk. (C) The two +1/2 defects circle the
disk. (D) The +1/2 defects orient in a radial manner. (E) A magnified view of the +1 topological structure in D. The white lines display the
director field and the color map indicates the scalar order parameter S .
the intrinsic speed of +1/2 defects in the active nematic essen-
tially immediately and showed no dependence on their sepa-
ration, implying the effects of any elastic interactions [26, 27]
between the defects were overwhelmed by their activity-
driven motion [34] (See SI Appendix, Fig. S5). Once a vortex
decayed, the stresses from the rotating disk could with time
drive creation of a new vortex, so that the process repeated.
Effects of Imposed Stress on Active Nematic Structure
and Flow. In addition to the striking formation of a high-
energy +1 topological vortex, the hydrodynamics stresses
from the rotating disk imposed more subtle effects on the ne-
matic order and active flows. For example, Fig. 5 displays
maps generated by analyzing the flows in the vicinity of a disk
rotating at 120 Hz during a period in which no +1 topologi-
cal vortex has formed. (See SI for image analysis details.)
Figure 5A shows the instantaneous velocity field and the in-
stantaneous vorticity, ω = ∇ × v, in the flow. Active nematics
intrinsically possess regions of non-zero flow vorticity [22],
and the regions of positive and negative vorticity in Fig. 5A
reflect this structure. The instantaneous flows in the simula-
tion show similar structure, as illustrated in Fig. 5B, and fur-
ther show how the propagating +1/2 defects are accompanied
on either side by regions of clockwise and counter-clockwise
local vortices in the flow [35]. In fact, in Fig. 5B one sees the
two +1/2 defects nearest the center of the disk oriented such
that their counter-clockwise flow vortices co-rotate with the
flow vorticity created by the disk.
Figure 5C,D displays the same quantities averaged over 300
seconds. Due to the active turbulence of the flow, the structure
at a fixed position ordinarily decorrelates on a time scale of
approximately 30 seconds (see SI); so in the absence of the
rotating disk, both quantities in Fig. 5C,D would be essentially
zero when averaged over 300 seconds. The non-zero values
hence illustrate the ability of the stresses from the rotating
disk to compete with the active stress and influence locally
the flow of the active nematic.
This influence is apparent even at disk rotation rates well
below the threshold for creating a topological vortex. For ex-
ample, Fig. 6 shows a set of quantities characterizing the time-
averaged and azimuthally averaged nematic order and flow as
a function of distance from the disk center in the absence of
a +1 topological object. The experimental data is shown for
disk rotation rates of both 120 Hz (during periods when no
topological vortex forms) and 20 Hz, a rate below the thresh-
old for vortex formation. Figure 6A shows the time-averaged
flow vorticity which is positive near the disk and negative
at intermediate distances. Simulations also show large pos-
itive vorticity near the disk and near-zero negative values at
larger distance (Fig. 6B). In the simulations, the region of
time-averaged negative vorticity is reproduced only when a
small effective friction term [36, 37] is included to account
for viscous dissipation due to the thin oil layer below the film
(Fig. 1A), indicating the importance of such dissipation to the
properties of the active flows in experiments.
Orientational ordering of the defects is shown in Fig. 6C,
which displays the time-averaged and azimuthal-averaged
component of the +1/2 defect orientation vector ψˆ along the
azimuthal direction θˆwith respect to the disk center. The +1/2
4Figure 4. Topological vortex decay. A-D Fluorescence micrographs showing the +1 topological structure dividing into two +1/2 defects that
then propagate away from each other. (A) shows a +1 topological vortex created by a rotating disk (seen as a bright spot in the image). (B)
shows the initial instability of the azimuthally oriented director about the vortex. A short time later in (C), two clearly separated +1/2 defects
are apparent. In (D) the defects continue to propagate away from each other. (E-H) Simulations (with ζd-f = 0.03) showing the decay of a +1
topological structure. The white lines in E-H display the director field and the color map indicates the scalar order parameter S .
defects in close vicinity to the rotating disk tend to orient so
that
〈
ψˆ · θˆ
〉
< 0, while farther from the disk
〈
ψˆ · θˆ
〉
> 0. In
the unperturbed active nematic, the extensional flows cause
the +1/2 defects to move anti-parallel to ψˆ as illustrated in the
inset of Fig. 6C. We thus interpret the region with
〈
ψˆ · θˆ
〉
< 0
as a tendency for the defects to orient so as to facilitate their
moving in the net circulating flow seen in Fig. 5C (see Movie
S5). We further interpret the region farther from the disk in
which
〈
ψˆ · θˆ
〉
> 0 as a preference for defects in that region
to orient anti-parallel to those closer to the disk since such
anti-parallel orientation both minimizes the elastic energy of
defect interactions [27, 38] and allows favorable constructive
overlap of the vorticities in the flows around the defects. In-
deed, the tendency for near-neighbor +1/2 defects in active ne-
matics to align anti-parallel has been observed in simulations
[39] and experiment [19] (see also Fig. S2). Our simulations
in Fig. 6D show an additional intermediate-distance peak at
large effective rotation rates, which represents the slowing of
+1/2 defects that are oriented such that they move against the
disk’s counter-clockwise rotation. This peak due to increased
sampling of counter-moving defects is not discernible in the
experimental data of Fig. 6C.
Figure 6E displays the time-averaged and azimuthal-
average speed of the microtubule bundles in the film, which
becomes enhanced over the average activity-induced speeds
near the disk. The maximum peak beyond the disk radius is
reproduced in LB simulations (Fig. 6F) by use of an effec-
tive hydrodynamic disk size (see Materials and Methods) to
account for the effect of the near-disk flows on the film.
Each experimentally measured quantity in Fig. 6 shows
similar trends at ν = 20 Hz and 120 Hz; however, in each
case the influence of the disk is larger and extends farther at
the higher rate, implying this difference in influence is a fac-
tor in whether or not the stresses from the rotating disk can
drive topological vortex formation. (To set the scale of the
range of influence, the nematic correlation length, defined in
SI Appendix, Fig S3, is demarcated by the dash-dotted line in
Fig. 6.)
Shear Thinning of the Active Nematic. Accompanying
the topological vortex formation, as in Fig. 2, the velocity of
the microtubule bundles in the vicinity of the disk increased
significantly, as illustrated in Fig. 7, which shows the velocity
as a function of distance from the disk center in the presence
of a vortex and prior to the vortex formation. The average in-
trinsic speed of the microtubules far from the disk due to the
activity is shown by the dashed line in Fig. 7. Some enhanced
flow might be expected in vicinity to the vortex since the ne-
matic director aligns with the shear flow, which is the geom-
etry in which a nematic typically offers the lowest viscous re-
sistance to flow [32]. However, the large size of the increase
in flow velocity that accompanies vortex formation suggests
additional factors. Specifically, we interpret it as a nonlinear
rheological response of the film, in which a local region with
reduced viscosity is created in response to the shear stress.
This interpretation is supported by the simulations, where the
viscosity terms are not stress dependent and not such compa-
rably enhanced flow velocity is observed. To analyze this ve-
locity profile, we modeled the experimental conditions in fluid
dynamics calculations in COMSOL. The modeling character-
ized the low-Reynolds-number hydrodynamics due to a disk
positioned at a height d = 35 µm above the film and rotating
5Figure 5. Instantaneous and time-averaged properties of the active
nematic flows. (A) Map of the instantaneous vorticity (color scale)
and velocity field (arrows) in an active nematic film in the pres-
ence of a disk rotating counterclockwise at 120 Hz. Red and blue
markers indicated the +1/2 and -1/2 defects, respectively. (B) The
same instantaneous quantities taken from LB simulation with cou-
pling ζd-f = 0.07. (C) Map of the vorticity and velocity averaged over
300 s in the experiment. (C) Corresponding time-averaged quantities
in the simulation.
at ν = 80 Hz to match the experimental conditions of Fig. 7.
The model films behaved as quasi-2D fluids in which the ve-
locity profile depended on the 2D viscosity η2D. By varying
η2D to optimize agreement between the calculated and mea-
sured velocity profiles, we arrived at the solid curve in Fig. 7,
which corresponds to η2D = 1.3 Pa·s·µm. (For details see the
Materials and Methods and SI.) Similar analysis of the veloc-
ity profiles measured around other topological vortices leads
to an average viscosity for the films in the range η2D ≈ 0.7-5
Pa·s·µm.
This range of viscosities is approximately two orders of
magnitude below the range found in a previous study of
microtubule-based active nematics in which the film viscos-
ity was estimated from the variation in +1/2 defect speed with
subphase viscosity [40]. Since we identify the region of the
film in vicinity of the vortex with a shear-thinned state, we ex-
pect the viscosity to be reduced. However, the difference be-
tween the measured values could also point to the problematic
nature of identifying a viscosity in these out-of-equilibrium
active systems. As seen with suspensions of swimming bac-
teria [41, 42], and in contrast with conventional Newtonian
fluids, different methods of measuring viscosity need not lead
to the same result. We note that an additional complication
in the interpretation of viscosity in active nematic films arises
from the complex and not-yet fully understood coupling be-
tween activity, mechanical properties, and topological state of
these systems.
II. CONCLUSION
In this work we have demonstrated a method to couple to
and manipulate defect dynamics in an active nematic film.
This capability has allowed us to characterize rheological
properties of the active system, highlighting its anomalous re-
sponse to external stress. Most dramatically, this response in-
cludes a change in the topological character of the nematic
as two like-charge +1/2 topological defects can be drawn to-
gether and caused to merge into a single point defect with
topological charge +1. This observation suggests a strategy
for engineering the topology and dynamics of other classes of
active matter through appropriate local forcing.
III. MATERIALS AND METHODS
See SI Appendix for full experimental methods, simulation,
and modeling details.
A. Experimental Methods
1. Active Gel
The ingredients to fabricate the active nematic films were
provided by the Brandeis University Materials Research Sci-
ence and Engineering Center Biological Materials Facility.
Briefly, solutions were prepared by combining appropriate
quantities of microtubules, kinesin clusters, polyethylene gly-
col as a depletant, anti-bleaching agents, ATP, and an ATP re-
generating system. The microtubules were labeled with Alex-
aFluor 647 to enable video tracking of moving bundles using
fluorescence microscopy.
2. Magnetic Disks
Ferromagnetic nickel disks (radius 20 µm, thickness 300
nm) were fabricated using photolithography methods de-
scribed elsewhere [43]. The disks had an in-plane magnetic
moment of approximately 1.6 × 10−11Am2 (at an applied field
of 3 × 10−3 T), as determined from magnetically induced ro-
tations of the disks at a bare oil-water interface.
3. Sample Preparation
Sample cells were composed of two parallel glass slides,
one hydrophobically treated and one hydrophilically treated.
Thin slices of tape acted as spacers to form channels between
the glass surfaces. Oil was inserted into a channel followed
immediately by the active nematic mixture containing a dilute
dispersion of disks. The chambers were centrifuged, leading
to formation at the oil-water interface of a dense film of mi-
crotubules with nematic order. Centrifugation of the sample
caused the disks to go to the oil-water interface; however, they
6Figure 6. Characterization of the nematic order and flow in the vicinity of a rotating disk in the absence of a +1 topological vortex. A The
time and azimuthally averaged vorticity measured in experiment as a function of distance from the disk center at two disk rotation rates. B The
same quantity obtained in the absence of the +1 topological vortex from simulations at different disk-film couplings. C The experimental and
D the simulated average azimuthal component of the unit orientation vector, ψˆ, of the +1/2 defects as a function of distance from the center
of a disk. The negative values near the disk indicate a tendency for the defects to circulate about the disk in its direction of rotation, as shown
schematically in the inset in C. E experimental and F simulated speed of the film, normalized by the average speed due to the activity far from
the disk. The vertical dashed lines indicate the radius of the disk, 20µm, and the vertical dot-dashed lines indicate the nematic correlation
lengths.
did not embed in the film but remained in the aqueous phase at
a height d = 3 to 8 µm above the film and oriented with their
faces parallel to the film, as depicted schematically in Fig. 1A.
4. Video Microscopy
Observations of the disks and films were made on an in-
verted microscope (Nikon TE2000) using a Flare CameraLink
camera (IOIndustries). Four pairs of solenoids mounted on the
microscope [44] generated rotating magnetic fields of speci-
fied magnitude and frequency in the plane of the film, thereby
rotating the disks at rates up to ν = 120 Hz. Image analysis
was conducted using custom Python scripts, particle imaging
velocimetry (PIV) in Matlab, and ImageJ.
B. Simulations and Numerical Methods
1. Lattice-Boltzmann simulations
Simulations modelled the microtubule-based active ne-
matic films by solving the equations of motion for incom-
pressible active nematohydrodynamics. The velocity fields
obey the Navier-Stokes equations, in which the stress tensor
includes viscous, nemato-elastic and active contributions. The
active stress is directly proportional to the 3D orientational or-
der parameter tensor [45], Q = S (2nn − I) /2 where S is the
scalar order parameter and n is the director field. The orienta-
tion parameter evolves according to the Beris-Edwards equa-
tion of motion and the equations of motion are solved via a hy-
brid lattice Boltzmann (LB) and finite difference method [28],
with the discrete space and time steps defining the simulation
7Figure 7. Effect of topological vortex formation on the flow speed of
the film as a function of the distance from the center of the rotating
disk. The red squares display the speed in the presence of the vortex,
while the blue circles display the speed prior to vortex formation.
The dashed-dotted line indicates the intrinsic film speed due to the
activity. The dashed line shows the disk radius. The solid curve
shows the result of a best fit to the measured speed in the presence of
the vortex, from which a film viscosity of 1.3 Pa·s·µm was obtained.
The disk rotation rate was 80 Hz.
units (su). Simulation units are converted to physical units as
discussed in the SI Appendix, Section 5.
A constant external torque was applied to a translationally
fixed colloidal disk of unit thickness and density 100× that
of the microtubule-based film, causing it to rotate with fre-
quency ν through the aqueous solution above the film (Fig. 1)
with a large hydrodynamic drag coefficient ζaq = 10 su. To
account for the experimental height of the disk above the
film d, which is comparable to the disk radius R, the hydro-
dynamic coupling of the disk and the film was modelled as
a drag force directly below the effective hydrodynamic ra-
dius of size 3R. The coupling strength was determined by
a drag coefficient ζd-f = {0.007, 0.01, 0.03, 0.07} su in Fig. 6.
The effective friction in the film due to the proximity of the
lower substrate below the oil layer and the associated viscous
dissipation was included in the Navier-Stokes equation as a
Brinkman term [36, 37] with an effective friction coefficient
γ = 3× 10−4 su, which, along with the viscosity η and density
ρ, can be interpreted as a screening length ∼ √η/γρ = 112
µm.
2. COMSOL modeling
To model the velocity profile in vicinity of a topological
vortex, we performed hydrodynamic calculations numerically
using COMSOL’s Computational Fluid Dynamics (CFD)
module to determine the low-Reynolds-number flows in the
film. The modeled geometry consisted of a solid disk rotating
above a high-viscosity incompressible fluid film of thickness
h, diameter D, and viscosity η f , leading to 2D viscosity
η2D = hη f , surrounded by bulk, incompressible fluids with
viscosity, ηb = 1 mPa·s, matching those of the oil and water
in the experiments (see Fig. 1).
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Supplementary Information
1. Sample Preparation
A. Active Gel Fabrication. The active gel was fabricated by combining microtubules, ATP, and a premix solution that contained
kinesin clusters, anti-bleaching agents, polyethylene glycol as a depletant, an ATP regeneration system, and buffer, as described
in (1). The microtubules and premix were provided by Marc Radilla from the Biological Materials Facility at Brandeis
University. The final concentration of polyethylene glycol was 0.8% (w/v) and the final concentration of ATP was typically 1.4
mM.
B. Sample Cell Fabrication. Sample cells were fabricated from two glass slides. The slides were first cut to approximately 1" ×
0.5" then cleaned in hot water containing 1% Hellmanex (Hellma) solution and sonicated for ∼10 minutes. One slide was made
hydrophilic by coating with polyacrylamide, and the other slide was hydrophobically treated using Aquapel (Pittsburgh Glass
Works). The hydrophilic treatment involved first sonicating the cleaned glass in ethanol for ten minutes, then rinsing with
deionized (DI) water and sonicating in 0.1 M KOH, also for approximately ten minutes. A solution of DI water and 2% w/v
acrylamide was placed under vacuum for at least 15 minutes prior to adding 0.035% tetramethylethylenediamine and 0.7 g/L
ammonium persulfate. The slides were soaked in a solution of 98.5% ethanol, 1% acetic acid, and 0.5% 3-(trimethoxysilyl)
propylmethacrylate for roughly 15 minutes, rinsed again, and then soaked overnight in the acrylamide solution. The slides were
rinsed in DI water and dried prior to use. The hydrophobic treatment involved coating the glass in Aquapel for approximately
one minute then rinsing with DI water and drying. Thin strips of double-sided tape were placed on the surface of the
hydrophobic slides to create two channels of approximate dimensions 2 cm × 0.2 cm in which two active nematic films were
created. The hydrophilic slides were then laid on top and pressed down onto the tape.
Fluorinated oil (HFE 7500, RAN Biotechnologies) was pipetted into a channel via capillary action. The active gel containing
a dilute dispersion of magnetic disks was immediately pipetted into the same channel displacing the oil except for a thin
layer adjacent to the hydrophobic surface. The sides of the cell were then sealed with Norland Optical Adhesive 81 (Norland
Products), and the cell was centrifuged for 10-15 minutes at 800 rpm (103 g) in order to drive the microtubules and disks to
the interface.
2. Estimate of Stress on Active Nematic Film from Rotating Disk
Estimates of the hydrodynamic stress imposed on the film by a disk rotating in the water layer above the film were performed
using COMSOL’s Computational Fluid Dynamics module. As an example, Fig. S1 displays the stress at the film surface as a
function of horizontal distance r from the disk center computed for a 40 µm-diameter disk positioned 35 µm above the film and
rotating at 80 Hz. The surface of the rotating disk imposed a no-slip boundary condition creating a shear flow in the water,
and due to the large difference in viscosities between the water and film, we approximated the film as a stationary surface that
also imposed a no-slip boundary condition on the water’s flow. As shown in the inset, the stress decays as r−4 at large r, while
at small values of r corresponding to the film directly under the disk, the stress increases linearly with r.
Fig. S1. Computed stress on a film surface due to shear flow in the adjacent water created by a 40-µm-diameter disk rotating at 80 Hz at a height of 35 µm above the film,
plotted as a function of distance r from the center of the disk. The inset shows the stress on a log-log scale.
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3. +1/2-Defect Orientation Pair Correlation Function
Figure S2 displays the orientation correlation function between +1/2 defects in an active nematic film as a function of the
separation ∆r of the defects. The correlation function is defined as the average value of the dot product of the orientation unit
vectors, 〈ψˆ(0) · ψˆ(∆r)〉. Nearby +1/2 defects tend to be anti-aligned, as seen by the negative values of the correlation function
at small separations.
Fig. S2. The orientation correlation function of +1/2 defects as a function of defect separation ∆r. The negative values at short separations indicate that nearby +1/2 defects
tend to be anti-aligned.
4. Determination of the Nematic Correlation Length
Figure S3 displays a time and spatial average of the nematic director correlation function, defined as 〈(nˆ(0) · nˆ(∆r))2〉, obtained
from analyzing a video of an active nematic film spanning 12 minutes and covering a field of view of 570 µm × 570 µm. Due
to short-range nematic ordering in the active nematics, the correlation function is positive at small separations. For random
relative orientations of the director, the average value of the correlation function is 0.5, which is the value reached at large
separations. At intermediate separations of approximately 120 µm, the correlation function drops below 0.5. We identify the
the nematic correlation length, shown by the vertical dashed line in the Fig. 5 of the main manuscript, as the location of the
minimum of this region. This distance also roughly equals the average separation between defects (∼130 µm).
Fig. S3. The nematic correlation function, defined as the average of the squared dot product of the director at positions separated by ∆r. The results shown are obtained from
averaging over a movie of 12 minutes in duration.
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5. Simulations
A. Active Nematohydrodynamics. The ATP-powered microtubule-bundles/kinesin-complexes mixture at an oil/water interface
is simulated as a 2D active nematic film. Simulations numerically solve the incompressible active nematohydrodynamics
equations of motions (2, 3) for the local velocity u (r; t) and nematic order Q (r; t) fields, which obey the coupled incompressible
Navier-Stokes and Beris-Edwards equations
∇ · u = 0 [1]
ρDtu = ∇ ·Π− γu + g [2]
DtQ− S = ΓH. [3]
The first of these, ∂iui = 0, ensures incompressibility, making ρ constant.
The second equation (Eq. 2) is the Navier-Stokes equation, in which Dt = ∂t + uk∂k is the material derivative and Πij are
the components of the stress. The term gi represents the external force density due to the rotating disk (see Section B) The
Brinkman term γui introduces a friction coefficient γ into the film flows (4), which arises from a lubrication approximation for
the dissipation within the thin viscous layer between the active film and the bottom boundary (5). The friction coefficient
screens hydrodynamic flows over distances much larger than ∼
√
η/γρ, where η is the viscosity of the film. We define the
strain rate Eij = (∂iuj + ∂jui) /2, vorticity Wij = (∂iuj − ∂jui) /2 and Qij = Qij + δij/3. The stresses within film have four
contributions (6):
1. The Newtonian viscous stress Πviscij = 2ηEij .
2. The hydrostatic pressure Πpressij = −Pδij , which is taken to be constant.
3. The nematic contribution, which itself has symmetric and antisymmetric contributions.
(a) The symmetric terms are ΠLC,symmij = 2λQijQklHlk − λHikQkj − λQikHkj − ∂iQkl δFδ(∂jQlk) , where Hij is the
molecular field and F is the free energy. The alignment parameter λ acts to mix upper and lower convective
derivative terms.
(b) The antisymmetric contribution is ΠLC,antiij = QikHkj −HikQkj .
4. The active stress is directly proportional to the liquid crystaline order Πactij = −ζQij . The activity ζ is positive for
extensile active nematics, such as the microtubule/kinesin-based films.
The final equation (Eq. 3) models the evolution of the nematic order tensor. The left-hand side of Eq. 3 describes
the generalized material derivative accounting for the co-rotational advection Sij = (λEik +Wik)Qkj +Qik (λEkj +Wkj)−
2λQijQkl∂kul. The ΓHij term describes the relaxation of the order parameter towards the free energy minimum, where Γ is a
collective rotational diffusivity. The molecular field
H = − δF
δQ +
I
3Tr
[
δF
δQ
]
[4]
is symmetric, traceless and is related to the functional derivative of the free energy F . The free energy is the sum of two
contributions F =
∫
d3r
[
fLdG + fel
]
, a Landau-de Gennes bulk free energy density fLdG = AQijQji/2 + BQijQjkQki/3 +
C (QijQji)2 /4 and an elastic deformation free energy fel = K∂kQij∂kQij assuming a single elastic Frank coefficient K.
B. Hybrid Lattice Boltzmann Simulation Details. The equations of motion (Eq. 1-3) are solved using a hybrid lattice Boltz-
mann/finite difference scheme (2). The Navier-Stokes equation (Eq. 2) is solved using the lattice Boltzmann algorithm on a
D3Q15 grid. On the other hand, Eq. 3 is solved using a finite difference predictor-corrector algorithm.
Simulations are performed on a two-dimensional domain of size 400× 400 with periodic boundary conditions for 1.5× 105
time steps. The discrete space and time steps define the simulations units (su; see Section C), which are used in this section.
The density is ρ = 1 and the hydrostatic pressure is P = 1/4. The Landau–de Gennes coefficients used are A = 0, B = −0.3,
and C = 0.3, while the rotational diffusivity and alignment parameter are Γ = 0.34 and λ = 0.3, consistent with our previous
works (7). The dynamic viscosity is η = 2/3. The friction coefficient is γ = 3× 10−4. The Frank elasticity is K = 0.1, while
the activity is ζ = 5 × 10−3. Simulation parameters were chosen to ensure that the disk size in simulation units was large
compared to the discrete lattice spacing.
To account for the hydrodynamic stresses within the nematic film due to the ferromagnetic nickel colloidal disk, we model
the rotation resulting from constant external magnetic torque. For simplicity , the disk is fixed in place above the film. The
density of the disk is chosen to be 100 times that of the film. In addition to the magnetic torque, the dissipative drag is −ζaqΩ,
where Ω is the resulting rotation rate of the disk and ζaq = 10 is the rotational drag coefficient of the disk in the aqueous
solution. The chosen values ensure that the disk’s dynamics are over damped. The rotation of the disk is hydrodynamically
coupled to the active flows within the film. We model the effect to be local with coupling only occurring directly below the
effective hydrodynamic radius of the disk. The hydrodynamic radius RH = 25.2 is taken to be three times the geometric radius
of the disk, which accurately captures the experimentally measured position of the maximum average velocity of the film. The
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rotating disk drags the film with a force density proportional to the differences in velocity g = ζd-f [v (r, t)− u (r, t)], where the
velocity of each element of the disk is v (r, t) = Ω (t) zˆ × r, while the force balance produces a net torque on the disk slightly
modifying the rotation rate.
Fig. S4. The vorticity auto-correlation functions for experiments (black squares) and hybrid-LB simulations (red lines). Panel (A) shows the same-time spatial auto-correlation
function and panel (B) shows the temporal auto-correlation function. The simulation parameters used are γ = 3× 10−4, K = 0.1 and ζ = 5× 10−3.
C. Simulation Units. In this study care has been taken to match simulation units (su) to the physical conditions of the
experimental system. Numerical simulations are unitless and appropriate parameters must be chosen to identify possible
scalings to convert numerical results to physical units. We converted simulation length and time scales to the experiments by
comparing decorrelations within the experimental and simulated vorticity fields. To determine the length unit conversion we
matched the zero crossing point of the spatial vorticity auto-correlation function (Fig. S4; left). Experimentally, the correlation
length measured in this way is 60 µm. Positive correlation appears more pronounced in the idealized simulations in the near
field, as do anti-correlations in the intermediate range. In our case, fitting the zero crossing point reproduces the extent of the
anti-correlation range. This produces the conversion of 1 su : 2.38 µm.
The unit time conversion is determined by fitting an exponential decay to the short-lag region of the temporal vorticity
auto-correlation function (Fig. S4; right). The experimental decorrelation is found to be 30 s. This is seen to produce good
agreement, both in the short-lag positive correlation and in the intermediate-time anti-correlation. This produces the conversion
of 43.7 su : 1 s. These conversions are for a specific experimental activity and oil layer thickness — we expect them to vary
slightly for different experimental realizations.
6. Image Analysis
A. Determination of Speed and Vorticity of the Flow in the Active Nematic Films. To quantify the speed and vorticity of the
active nematic films as shown in Fig. 5A of the manuscript, we employed particle image velocimetry (PIV) techniques (8) to
measure the displacement of microtubule bundles in subsections of the film between adjacent video frames. These results were
binned and averaged by distance relative to the center of the disk, as determined by the mean location of the disk in the image
pair to produce the results shown in Fig. 6A,E of the manuscript.
B. Quantifying Vortex Decay Dynamics. The decay of a topological vortex proceeded by the circularly symmetric director field
around the defect core elongating into an elliptical shape in which two +1/2 defects oriented toward each other (i. e., with each
defect orientation vector ψ pointing toward the other defect) could quickly be identified. To characterize the time evolution of
the decay process, we tracked this elongation and then the trajectories of the +1/2 defects by hand using the image processing
program ImageJ. An example pair of trajectories is shown in Fig. S5. The inset shows the distance between the +1/2 defects
as a function of time. (The specific decay time in which the +1 vortex is replaced by two well-defined +1/2 defects is not
clearly defined, but was about 5 s after the start of the elongation into an elliptical director field.) In Fig. S6 we plot five
additional examples of the separation distance of +1/2 defect pairs produced in topological vortex decays versus time. The
speeds of the +1/2 defects as they propagated away from one another were not measurably different from the typical speeds of
the +1/2 defects in the film moving solely as a consequence of the activity.
C. Characterization of the Velocity Profile around a Topological Vortex. Individual microtubule bundles in the vicinity of
vortices were tracked using custom Python code which, after thresholding, found the centroids of the brightest connected
features in each image. These features were then linked using Trackpy’s link algorithm (9). The trajectories were hand filtered
to select only the region of active nematic with director oriented azimuthally about the vortex. The distance of each feature
from the vortex core was determined, and the measured speeds of features were averaged over bins of size 10 µm, resulting in
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Fig. S5. Example trajectories of the two vertices of the collapsing elliptical topological structure and the subsequent +1/2 defects. The inset shows their separation versus time.
The average speed at which the two features separated was about 1.7 µm/s. For comparison, the average speed of the +1/2 defects in the film was 1.7 ± 0.5µm/s.
Fig. S6. Distance between ends of the collapsing vortices as a function of time for several cases of vortex decay. The change of color of the data points indicates the
approximate time at which the elongating +1 topological object became two distinct +1/2 defects.
the red data points in Fig. 7. The blue data points in the same figure were produced using a similar method, however, since no
topological vortex was present, no filtering of the trajectories was performed. The uncertainties were found by calculating the
standard error of the mean of the ensemble average in each bin. Averages of the speeds of each feature were taken rather than
an overall average in order to limit the affect of correlations in the data which could skew the mean and underestimate the
uncertainty.
7. COMSOL Calculations of Velocity Profile around a Vortex
As mentioned in the main text, a region of the film in vicinity of the rotating disk experienced a large increase in flow velocity
upon formation of a +1 topological vortex (Fig. 7 of the manuscript). To model this flow profile, we performed hydrodynamic
calculations numerically using COMSOL’s Computational Fluid Dynamics module. The calculations mimicked the experimental
geometry of a disk rotating in a fluid with the viscosity of water (10−3 Pa·s) at a set height (35 µm) above a film of thickness
300 nm and viscosity ηf , which was varied in the calculations to optimize the agreement with the experimental velocity profile.
The space below the film was similarly treated as a fluid with viscosity matching that of the oil in the experiments (10−3
Pa·s). Several thicknesses for the oil layer were tested in the calculations, and the resulting velocity profile in the film was
insensitive to the layer thickness as long as it was greater than ≈ 1 µm. Since the region of enhanced film velocity in the
experiments typically coincided with the region of active nematic centered on the disk in which the director field was oriented in
the azimuthal direction, we modeled the film as a circle of radius R matching the size of this region. As a boundary condition
we set the velocity at the edge of the circle equal to the experimentally measured speed of the surrounding active nematic
(approximately 1 µm/s). Over the lifetime of a vortex, the region of azimuthally oriented director field typically fluctuated. For
example, for the vortex analyzed to produce the velocity profile in Fig. 7 R varied between approximately R = 60 µm and R =
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90 µm during the measurements. Therefore, we calculated velocity profiles in films with R ranging from 60 to 90 µm and
took the average of these curves to compare with the data. This process was repeated for different values of ηf to find the
optimal agreement with the experimental data. For instance, Fig. S7 shows a set of curves that were averaged to produce the
calculated curve shown in Fig. 7.
Fig. S7. Calculated fluid velocity in a circular region of film as a function of distance from the center of the disk for a range of circle radii from 60 to 90µm in steps of 1µm.
There is a boundary condition of v = 1µm/s at the outer boundary (shown by the horizontal dot-dashed line). The vertical dashed line represents the radius of the disk. These
example velocity profiles were calculated using the same parameters that produced the calculated curve shown in Fig. 7 of the main text.
Movie S1. Microscopy video of the merger of two +1/2 defects into a +1 topological vortex in an active
nematic film due to stresses produced by a rotating disk. The images in Fig. 2 are taken from this video.
Movie S2. Lattice-Boltzmann simulation of the merger of two +1/2 defects into a +1 topological object. The
images in Fig. 3 are from this simulation.
Movie S3. Microscopy video of the decay of a topological vortex into two +1/2 defects. The images in
Fig. 4A-D are taken from this video.
Movie S4. Lattice-Boltzmann simulation of the decay of a +1 topological object into two +1/2 defects. The
images in Fig. 4E-H are from this simulation.
Movie S5. Microscopy video of active nematic films in the presence of a rotating disk during a period in which
no topological vortex forms. Note that the +1/2 defects in proximity to the disk tend strongly to circulate
anti-clockwise around the disk.
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